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PC/1041/0 & Power Modules

PCM-3718H/HG/HO

100 kS/s, 12-bit, 16-Ch PG/104
Multi-function Modules

PCM-3724

48-Ch Digital 1/0 PC/104
Module
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Specifications Specifications
Analog Input Digital Input/Qutput
Channels 16 single-ended / 8 differential Channels 48 (bi-directional)
Resolution 12 bits 0 tibil 5V/TIL
Max. Sampling Rate 100 KHz* (DMA transfer), *80 kHz on P4-based (or better ompatibility L /']TO 08V TR
Input Impedance 10 MQ 0gic U7 V.6 V:max. @ -1
Input Range Input Voltage Logic 1: 2.0 Vmin. @ 1 pA
PCM-3718H and Bipolar: +10, +5, 2.5, +1.25, :0.625 Outout Volt Logic 0: 0.4 V max. @ 35 mA max.
PCM-3718HO Unipolar: 0-10,0-5,0-25,0~125 IV s Logic 1: 2.0 V min. @ -35 mA max
PCM-3718HG Blgolar: . +10, 5, +1, +0.5, 0.1, +0.05, +0.01, +0.005 Interrupt Capable Ch. 2
Unipolar: 0~10,0~1,0~0.1,0~0.01 General
Analog Output (PCNI-3718HO only) enera
Channels 1 (12 bits) Bus Type PC/104
Output Rate Static update . 1/0 Connectors 2 x 50-pin box header
Output Range Internal Reference Unipolar (V): 0~5,0~10 Dimensions (L x H) 96 x 90 mm (3.8" x 3.5")
External Reference (V) 0~10,0~-10 Power Consumption 5V @90 mA
Output Imped 0.1 W max. !
Dlijg[;rarrr% ;u%ﬁlnm = Operating Temperature 0~ 60° C (32 ~ 140° F)
Channels 16, 5V/TTL Storage Temperature -40 ~85° C (-40 ~ 185° F)
General Storage Humidity 0~90% RH, non-condensing
1/0 Connectors 2 x 20-pin box header
Power Consumption Typical: 5 V @ 180 mA; Max.: 5 V @ 400 mA H H
Operating Temperature 0~60°C (32~140°F) order“‘g Informal"on
Storage Temperature -40 ~ 85° C (-40 ~ 185° F) PN Description
Dimensions (LxW) 9690 mm (38" x35) PCM-3724-BE PC/104 48-bit Digital /0 Card
L] ]
Ordering Information
PN Description
PCM-3718H-CE 100 kS/s, 12-bit Multi. PC/104 Module
PCM-3718HG-CE 100 kS/s, 12-bit High-gain Multi. PC/104 Module
PCM-3718H0-BE 100 kS/s, 12-bit Multi. PC/104 Module w/AQ

PCM-3753I

96-Ch Digital 1/0 PCI-104
Module

i

PCM-37611

8-Ch Relay and 8-Ch Isolated
Digital Input PCI-104 Module

Specifications Specifications
g:}g::ellgnpul/ﬂulpul 96 (bi-directional) ICS'?;:”t:'g — 8
Compatibility 5V/TTL Input Voltage Logic 0: 3 V max., Logic 1: 5 V min., 30 V max.
Input Violtage Logic 0: 0.8 V' max. :ﬂﬁﬂi gsgztn;nce gﬁfrzng\é@vs HOmAGE
Log!c 1 Ziln} Isolation Protection 2,500 Ve
Output Voltage kgg:g ? gj ¥ e %\{;r;/lil)tt_agz;;rgltk}eccthon go Voo
General Channels 8
U/ Comneclor 4I0C S0-pin %lst\;gtvgfmng (?ng Euggﬂsg Vio, 2 A @30 Vo

Operating Temperature ~ -20 ~70°C

Storage Temperature -560~120°C

Dimensions (L x W) 96 x90 mm (3.8"x 3.5")

Ordering Information

P/N Description
PCM-3753I-AE 96-Ch Digital I/0 PCI-104 Module

ADMNTECH PC/104 CPU Modules

All product specifications are subject to change without notice

Operate/Release Time

typ. 3/2ms, max. 5/4 ms

Life Span

5x107 cycles typ.. 10mA@ 12V
2 x10° cycles typ.: 2000 mA @ 30 V

Resistance Contact

50 mQ

Insulation

1.GQ min. (at 500 Voc)

General

1/0 Connectors

1xIDC-50 pin, 1 x1DC-20 pin

Operating Temperature

0~60°C (32 ~ 140° F) (refer to IEC 68-2-1, 2)

Storage Temperature

-20~70°C (-4~158°F)

Dimensions (L x W)

96 x 90 mm (3.8" x 3.5")

Ordering Information

PN
PCM-37611-AE

Description
8-Ch Relay/Isolated Digital Input PCI-104 Module
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PC/104 1/0 & Power Modules

PCM-3810I

250 kS/s, 12-hit, 16-Ch

PCM-3730I

32-Ch Isolated Digital 1/0

Multifunction PCI-104 Module PCI-104 Module
oge L] - g -

Specifications Specifications
Analog Input e
Channels 16 single-ended or 8 differential or combination Isolated Digital Input
Resolution 12 bits Channels 16 , i
Max. Sampling Rate 250 kS/s Input Voltage Logic 0: 3 V max., Logic 1: 5 V min. 30 V max.
Ring Buffer Size 4,096 samples Input Resistance 2kQ
Input Range Bipolar: +10, +5, +2.5, +1.25, +0.625 Isolation Voltage 2,500 Vac

AN, Unipolar: 0~10,0~5,0~25,0~1.25 Opto-isolator
;C\Lnalogl Output - Response Time BE
annels Py
Internal Reference (V): 0~ 5, 0~ 10, 5, 10 Isolated Digital Output
Output Range External Reference: 0 ~ +x V@ +x V (-10 < x < 10), x ~ +x V@ +x V (-10 < x Channels 16
<10) Output Voltage Open 5_30V

Resolution 12 bits Collector %
Ouiput Rate _ 250 kS/s Output Sink Current 300 mA max.

_Ring Buffer Size 4,096 samples Isolation Voltage 2,500 Ve
Digital Input/Qutput Opto-isolator
Channels 16 Rgsponse Time L
Compatibility SV/TTL
Counter/Timer General
Channels 3 (independent) 1/0 Connectors 2 x 20-pin box header
Resolution 24 bits Dimensions (L x W) 96 x 90 mm (3.8" x 3.5")
Compatibility 5 V/TTL QOperating o o
Max. Input Frequency 10 MHz Temperature -20~70°C (-4~158°F)
Interrupt Capable Ch. 3 Storage Temperature  -50 ~ 120° C (-58~248° F)
PWM Channels 3 o d o I ' "
General r rin nrormarion
Bus Type PCI-104 e g 0 arto

1/0 Connectors

1x 26-pin, 1 x 50-pin box header

Dimensions (L x H)

96 x 90 mm (3.8" x 3.5")

Operating Temperature

0~60°C (32 ~ 140° F) (refer to IEC 68-2-1, 2)

Storage Temperature

-20~70°C (-4 ~158°F)

Ordering Information

P/N
PCM-38101-AE

Description
250 kS/s, 12-bit Multi. PCI-104 Module

PCM-3835

PN
PCM-3730I-AE

Description
32-ch Isolated Digital 1/0 PCI-104 Module

PCM-3910

IDE Flash Disk Module/ DC to DC Power Supply
CompactFlash Card PC/104-plus Module
Specifications Specifications
General General
Bus Interface PC/104 Bus Interface PC/104-Plus
DE Connector Two onboard 44-pin 2.0 mm pitch IDE connectors and one 40-pin Input Voltage 10 V10 24 Voc £5%
2.5 mm pitch IDE connector 5V output 10.0 A
Power Supply Voltage +5V +10% 12V output 2.0 A
Environment 0~ 60° C, operating O T -5V output 0.4 A (optional)
Power Connector Standard 4-pin power input 12 Voutput 04 A

Mechanical and Environmental

Dimensions (L x W)

96 x 90 mm (3.8" x 3.5")

Weight

0.084 kg (0.185 Ib)

Operating Temperature

0~60°C (32~140°F)

Operating Humidity

0% ~ 90% relative humidity, non-condensing

Ordering Information

P/N
PCM-3835-00A1E

WLITEIOGTLIGELE www.advantech.com/products

Description
IDE Flash disk module

Mechanical and Environmental

Dimensions (L x W)

96 x 90 mm (3.8" x 3.5")

Operating Temperature 0~60°C (32 ~140°F)
Weight 0.084 kg (0.185 Ib)
Operating Humidity 0% ~ 90% relative humidity, non-condensing

Ordering Information

PN
PCM-3910-00A1E

Description
DC to DC power module PC/104-plus Module

Note: For wide temperature range, please contact sales rep.
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