
POC & Nuvo-5000 Series MezIOTM Module Compatibility Table

Legend 

NOTE 

* When using MezIO-D220-50 or MezIO-D230-50 on POC-300 series, the mini-PCIe

socket on board can’t be used because of mechanical interference.

**When using MezIO-G4P on Nuvo-5000 series systems, please make sure your 

system has PoE functionality. Please contact CoastIPC if you are unsure. 

POC-120MZ POC-300 Nuvo-5000LP Nuvo-5000E/P 
Nuvo-5095GC 

Nuvo-5026E 

8-port RS-232/422/485
MezIO-C180-50 V V V V 
MezIO-C180-12 V 
MezIO-C181-50 V V V V 
MezIO-C181-12 V 
16-mode Ignition Power Control
MezIO-V20 V V 
MezIO-V20-EP V V 
32/16-CH Isolated Digital I/O 
MezIO-D230-50     V * V V V 
MezIO-D230-12 V 
MezIO-D220-50    V * V V V 
MezIO-D220-12 V 
SATA port for 2.5" HDD/SSD 
MezIO-R10 V 
MezIO-R11 V 
MezIO-R12 V 
PoE+ ports 
MezIO-G4P V** V** V** 
GigE ports 

MezIO-G4 V V V 
USB 3.0 ports 

MezIO-U4-30 V 
MezIO-U4-50 V V V 

Dedicated panel Existing panel I/O opening Not applicable 
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